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Permanent magnets D.C. wormgearmotors

N6

ECM

EC

070.120
070.240

100.120
100.240
100.24E

180.120
180.240 180.24E 250.120

250.240
350.120
350.240

600.120
600.240

CM

026 5-60 5-60 5-60

030 5-100 5-100 5-100 5-50 5-50 5-50

040 5-100 5-100 5-100 5-100 5-100 5-40

050 40-100 5-100 5-100 15-100 5-80

063 5-100

IEC Motor adaptersMotori applicabili

5-100 Rapporti di riduzione i
Ratio i

800
(3000 min-1) 600 11 2.5 5.00 ECM600/040 120/240

400 17 1.8 7.50
300 22 1.5 10.00
200 32 1.1 15.00
150 42 0.7 20.00
120 40 0.7 25.00
100 54 0.7 30.00
75 49 0.7 40.00

600 11 4.9 5.00 ECM600/050 120/240
400 17 3.3 7.50
300 22 2.7 10.00
200 33 1.9 15.00
150 43 1.3 20.00
120 52 1.0 25.00
100 60 1.1 30.00
75 75 0.8 40.00
60 81 0.7 50.00
50 74 0.7 60.00
38 66 0.7 80.00

200 33 3.5 15.00 ECM600/063 120/240
150 43 2.4 20.00
120 53 1.8 25.00
100 60 2.1 30.00
75 77 1.4 40.00
60 93 1.1 50.00
50 107 0.9 60.00
38 132 0.7 80.00
30 114 0.7 100.00

Technical data for S2 dutyDati tecnici per servizio S2

P1
[W]

n2
[min-1]

M2
[Nm]

sf i Versione motore
Motor version
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DimensionsDimensioni

ECM.../... F...     Flange uscita / Output flanges
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D
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CM..F CM..FB CM..FL

a1 KA KB KC KM KN
H8 KO KP KQ KA KB KC KM KN

H8 KO KP KQ KA KB KC KM KN
H8 KO KP KQ

026 45° 45 6 4.5 55-69 40 6.5(n.4) 75 70 — — — — — — — — — — — — — — — —

030 45° 54.5 6 4 68 50 6.5(n.4) 80 70 — — — — — — — — — — — — — — — —

040 45° 67 7.5 4 80-95 60 9(n.4) 110 95 80 8.5 5 115-125 95 9.5(n.4) 140 112 97 7.5 4.5 80-95 60 9(n.4) 110 95

050 45° 90 9 5 90-110 70 11(n.4) 125 110 89 9 5 130-145 110 9.5(n.4) 160 132 120 9 5 90-110 70 11(n.4) 125 110

063 45° 82 10 6 150-160 115 11(n.4) 180 142 98 10 5 165-180 130 11(n.4) 200 160 112 10 6 150-160 115 11(n.4) 180 142
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OptionsOpzioni

VS  - Vite sporgente / Extended input shaft

A B D1
j6 E F G

CM 030 45 20 9 M4 3 10.2
CM 040 53 23 11 M5 4 12.5
CM 050 64 30 14 M6 5 16
CM 063 75 40 19 M6 6 21.5

M

CM 030 47
CM 040 54.5
CM 050 62.5
CM 063 73

AB

F

E

D
1

j6

G

AccessoriesAccessori

Albero lento 

SZDZ

d
h7 B B1 G1 L L1 f b1 t1

CM 030 14 30 32.5 63 102 128 M6 5 16
CM 040 18 40 43 78 128 164 M6 6 20.5
CM 050 25 50 53.5 92 153 199 M10 8 28
CM 063 25 50 53.5 112 173 219 M10 8 28

K1 G KG KH R

CM 030 85 14 23 8 15
CM 040 100 14 31 10 18
CM 050 100 14 38 10 18
CM 063 150 14 47.5 10 18

KG

K
H

G
R

K
1
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4

M5x10M5x10 49
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b1f
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B1
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Output shaft 

CM 026

CM 030 - 063

Braccio di reazione Torque arm

SC  - Safety cover

M



DC

2
0

1
4

DC

DC
 G

EA
RM

OT
OR

S

SaleS Office Brazil
rua Dr. freire alemão 155 / 402
ceP. 90450-060
auxiliadora  Porto alegre-rS-Brazil
Tel. +55.51.3251.5447
fax +55.51.3251.5447
Mobile +55 51 811 45 962
braziloffice@transtecno.com
www.transtecno.com.br

SaleS Office OceaNia
Unit 11, 5-27 Wallace ave 
Point cook 3030 
Victoria - aUSTralia
Tel. +61.03.9369.9774
fax +61.03.9369.9775
Mobile +61.0438.060.997
oceaniaoffice@transtecno.com
www.transtecno.com.au

SaleS Office fraNce 
12 impasse des Mûriers   
38300 ruy - fraNce
Tel.  +33 (0) 6 85 12 09 87
fax – italy  +39 051 733904
franceoffice@transtecno.com 
www.transtecno.fr

SaleS Office eaSTerN
eUrOPe & MiDDle eaST
St. Magnolienweg 4
D-31860 emmerthal - GerMaNY
Tel. +49.5151.963076
fax +49.5151.963076
Mobile +49.172.4044907
emeoffice@transtecno.com

SaleS Office SOUTH KOrea 
D-304 Songdo Brc 
Smart Valley 30, 
Songdomirae-ro, Yeonsu-gu, 
incheon, 406-840,  KOrea
Tel: +82 (0) 70 8288 2107 
fax.  +82-32-815-2107
Mobile: +82 10 5094 2107 
koreaoffice@transtecno.com
www.transtecno.co.kr 

SaleS Office GUaNGzHOU
room 401a, leTian Building,
No.188 Tangan road, 
Tianhe District, Guangzhou city, 
510665 - cHiNa
Tel:+ 86 20 38776057 
fax: + 86 20 38776127
guangzhouoffice@transtecno.com

SaleS Office iNDia
a/10, anagha,
S.N road, Mulund (W),
Mumbai, 400080
iNDia
fax – italy  +39 051 733904
Mobile: +91 9820614698
indiaoffice@transtecno.com 

SaleS officeS

w w w . t r a n s t e c n o . c o m

TraNSTecNO Srl
Via caduti di Sabbiuno, 11 D/e
40011 anzola emilia (BO) - iTalY
Tel. +39.051.6425811
fax +39.051.734943
info@transtecno.com
www.transtecno.com

HaNGzHOU TraNSTecNO
POWer TraNSMiSSiONS cO; lTD
changlian road, fengdu industry zone, 
Pingyao town Yuhang area, 
Hangzhou, 311115 - cHiNa
Tel. +86.571.86920260
fax. +86.571.86921810
info-china@transtecno.com
www.transtecno.cn

GearTecNO iTalia Srl
Via ferrari, 27/11
41043 fraz. corlo, 
formigine (MO) - iTalY
Tel. +39.059.557522
fax +39.059.557439
info@geartecno.com
www.geartecno.com 

TraNSTecNO B.V.
De Stuwdam 43
ind. terrein Wieken/Vinkenhoef
3815 KM amersfoort
THe NeTHerlaNDS
Tel. +31.(0)33.4519505
fax +31.(0)33.4519506
info@transtecno.nl
www.transtecno.nl
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